
Zastosowanie

Stacjonarny wskaźnik napięcia MCL-WN 
przeznaczony jest do stałej i bezpiecznej kontroli 
obecności napięcia na szynach prądowych w 
rozdzielnicach średniego napięcia. Stosowany jest 
także w rozłącznikach i odłącznikach.

Składa się z trzech wsporczych izolatorów 
sygnalizacyjnych z wbudowanym dzielnikiem 
napięcia. Izolator stanowi element konstrukcyjny 
rozdzielnicy lub aparatury SN. Wbudowany układ 
warystorowo-rezystorowy lub warystorowo-
kondensatorowy pozwala na przeprowadzenie 
próby napięciem przemiennym wytrzymywanym na 
sucho (50 Hz, 60 s.) bez konieczności odłączania 
sygnalizatora. Elementami informującymi o 
pojawieniu się napięcia na szynach prądowych są 
sygnalizator świetlny lub woltomierz, montowany 
na zewnątrz rozdzielnicy. Na specjalne życzenie 
wykonujemy izolatory o podwyższonej izolacji 
elektrycznej (np. 6 kV z izolacją 10,5 kV).

Wyróżnikiem typu izolatora wsporczego 
sygnalizacyjnego jest ostatni człon jego symbolu:

»» SR: izolator sygnalizacyjny z rezystorowym 
dzielnikiem napięcia

»» SC: izolator sygnalizacyjny z 
kondensatorowym dzielnikiem napięcia (np. MCL-
I-12-08-SC)
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Wskaźnik napięcia MCL-WN
Voltage indictator MCL-WN

Application

Stationary voltage indicator is designed for 
permanent and safe control of presence of voltage 
on the busbars in medium-voltage switchgear. It is 
also used in indoor medium voltage apparatus such 
as disconnectors.

Stationary voltage indicator consists of three 
signal post insulators with integrated voltage 
divider. These insulators, due to their technical 
characteristics, are part of the structural panel or 
medium-voltage devices. You can carry out the 
test at the same alternating voltage withstand by 
dry (50 Hz, 60 s.) without having to disconnect the 
indicator. Elements informing about the appearance 
of voltage on the busbars are a signal or voltmeter, 
mounted on the outside of the switchgear. On 
special request, we manufacture insulators with 
higher electrical insulation (eg. signaling system 6 
kV with insulation 10,5 kV).

A characteristic feature of the signaling type 
of insulator is the last part of its symbol. It means:

»» SR: signal insulator with resistive voltage 
divider

»» SC: signal insulator with voltage divider of 
capacitor

(eg. MCL-I-12-08-SC signal post insulator, 12 
kV, voltage divider of capacitor).
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Wskaźnik napięcia MCL-WN
Voltage indictator MCL-WN

Typ izolatora
Type of insulator

Wymiar [mm] Dimension [mm]
H1 D1 D2 d1 d2 d3 L

MCL-IW-07 SC/SR 60 Ø 60 Ø 60 M16 M16 M4 22,5
MCL-IW-J10-01 SC/SR 156,5 Ø 45 Ø 64 M6 M16 M4 22,5
MCL-IW-J10-02 SC/SR 172 Ø 45 Ø 66,5 M6 M16 M4 22,5

MCL-I-7,2-04 SC/SR 95 Ø 40 Ø 55 M10 M12 M4 20
MCL-I-12-04 SC/SR 160 Ø 37,5 Ø 55 M12 M16 M4 20
MCL-I-12-05 SC/SR 130 Ø 55 Ø 75 M12 M16 M4 25,5
MCL-I-12-25 SC/SR 130 Ø 75 Ø 115 M16 M20 M4 33

MCL-I-17,5-08 SC/SR 175 Ø 60 Ø 85 M12 M16 M4 30,5
MCL-I-24-08 SC/SR 210 Ø 60 Ø 90 M12 M16 M4 33

MCL-IWC-24-08 SC/SR 210 Ø 60 Ø 90 M12 M16 M4 33
MCL-I-36-08 SC/SR 300 Ø 75 Ø 110 M16 M20 M4 33
MCL-I-42-08 SC/SR 335 Ø 75 Ø 110 M16 M20 M4 33
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